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SMALL ENGINE SAE 30 
Premium Mineral Oil 
Issue: January 2017 

Product Code Pack Size Carton Qty 

SEFS30001 1 Litre 6 

SEFS300025 2.5 Litre 4 

SEFS30005 5 Litre 4 

SEFS30020 20 Litre 1 

SEFS30205 205 Litre 1 

Description 

Small Engine SAE 30 is a premium mineral, non-friction 

modified engine mono grade oil, formulated with modern 
additives for use in small four stroke engines. It provides 
complete protection against wear & corrosion and is designed 
to meet the lubrication needs of small four stroke engines. 
Meets MIL-L-2104B requirements. 

Application 
Small Engine SAE 30 is suitable for use in small engines in lawnmowers, generator sets and pumps, four 

stroke outboards / inboards, brushcutters and in other gardening equipment. It is also suitable for use in 
some 4 stroke motorcycles. 
 
Small Engine SAE 30 may also be used where in manual gearboxes where the manufacturer specifies a 

SAE 30 Mono Grade engine oil. 

Suitable for use in - 

Ariens Simpson Briggs and Stratton Robin 
BSA Suffolk Clinton Tecumseh 
John Deere Toro Kawasaki Villiers 
Kohler Wisconsin Pope Onan 
& Many more 

Product Benefits 

 Provide for excellent engine cleanliness  

 Ultimate wear protection.  

 Protects against rust and corrosion.  

Industry Specifications 

API SG/CD MIL-L-2104B 

Typical Data 

Colour  Red 
Density at 15

o
C, kg/L 0.881 

Viscosity, Kinematic, cSt 
 at 40

o
C 97 

 at 100
o
C 11.6 

Viscosity Index 107 
Zinc, mass %  0.110 
Sulphated Ash, mass % 0.98 
Base Number  6.5 
 
 
Information in this sheet is based on recent production. Minor variations to typical properties are expected in 

normal manufacture and do not affect product performance.  An MSDS is available on request. 


