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CLEAR SCREEN Last updated: 31/07/2025 8:13 am

PRODUCT CODE | PACK SIZE CARTON QTY ‘ ‘
ADCS250 250mL 6

ADCS030SINGLE 30mL 25
ADCS020 20L

PRODUCT BENEFITS

Clear Screen concentrate is a highly concentrated cleaning additive for the windscreen
washer unit. It removes dirt and smearing films from the windscreen.

APPLICATION

Clear Screen concentrate rapidly removes dirt, mineral dust, exhaust gas residues and
rainwater deposits from windscreens. Qil soot, insects, silicone, grime and traffic film are
removed in seconds and wiper blade action is smoothed. Tolerant to paintwork, rubber
and plastics.

INSTRUCTIONS FOR USE -

1) 30ml treats 3.0 litres of water
2) Twist off top
3) Add contents of bottle to windscreen washer reservoir

250ML

1) Hold bottle upright, unscrew cap a quarter turn

2) Fill dosage chamber by squeezing bottle

3) Unscrew cap and empty chamber into windscreen washer reservoir

20 LITRE

1) Decant product from drum to measuring device
2) Poor into windscreen washer bottle reservoir

PRODUCT BENEFITS

Cuts through road grime and insect splatter

Anti-smear properties

Concentrated formula for less waste

Measuring chamber on 250 mL pack allows correct dosage every time
Won't induce stress cracks in Polycarbonate headlight lenses
Improves the efficiency of the wipers.

» Provides clear vision in seconds

PRODUCT PERFORMANCE LEVELS

TYPICAL DATA

Colour Orange

- i 10-15 s (Ford Cu
Viscosity (Ford Cup

4mm)

Density at 15°C, kg/L 1.05
Flash Point, °C 67°
pH 9.0-10.0
PENRITE OIL COMPANY PTY LTD ABN 25 005 001 525 International Ph: +61 3 9801 0877, Fax: +61 (0)3 8710 6601
110 Greens Rd, Dandenong South, Victoria 3175 Australia New Zealand Ph:0800 533 698, Fax: 0508 736 748
Phone: 1300-PENRITE (1300 736 748) Website: www.penriteoil.com.au

Fax: 1800-PENRITE (1800 736 748) Email: penrite@penriteoil.com.au
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