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LIGHTNING PARTS WASHING FLUID Last updated: 02/10/2023 4:23 pm

PRODUCT CODE | PACK SIZE CARTON QTY
LTPWF020 20L

PRODUCT BENEFITS

Parts Washing Fluid is a solvent based, non-emulsifiable degreaser designed
specifically for use in automotive and industrial parts washing machines. It quickly
dissolves all petroleum based oils and greases from ferrous and non-ferrous metals,
most plastic and painted surfaces.
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Parts Washing Fluid is ready to use directly from the drum and requires no mixing. It is

non foaming, slow evaporation and low odour product with a high flash point making it 3

safer for use in commercial applications. It is recommended for use where interceptor oil - =~
and grease traps are installed.

Parts Washing Fluid is ideal for use in circulating, agitating, immersion and continuous
parts washing machines, cleaning and soaker tanks.
HOW TO USE

o Pour directly into parts washing storage tank and use parts washer as directed by the manufacturer
o Pour directly into soaker tank and immerse parts to be degreased and cleaned

Click Here for link to the Lightning Cleans Web Page

PRODUCT BENEFITS
» Dissolves grease and oil from most surfaces
o Excellent for use in parts washing machines
o Ideal as a soaker for parts cleaner

PRODUCT PERFORMANCE LEVELS

TYPICAL DATA

Colour Colourless
Flash Point, °C Typical 75° C
H _ o
Boiling Range °C (T:yp'ca' 195 - 260
Specific Gravity 0.8-0.83@25°C
pH 7.0 - 8.0 (Neat)
PENRITE OIL COMPANY PTY LTD ABN 25 005 001 525 International Ph: +61 3 9801 0877, Fax: +61 (0)3 8710 6601
110 Greens Rd, Dandenong South, Victoria 3175 Australia New Zealand Ph:0800 533 698, Fax: 0508 736 748
Phone: 1300-PENRITE (1300 736 748) Website: www.penriteoil.com.au

Fax: 1800-PENRITE (1800 736 748) Email: penrite@penriteoil.com.au


https://lightningcleans.com.au/products/cleaners-and-degreasers/parts-washing-fluid
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