
Last updated: 30/11/-0001 12:00 amP26 DIESEL FOAMING INTAKE
CLEANER

PRODUCT CODE PACK SIZE CARTON QTY
P26DSLAIC000130 130ml 6

PRODUCT BENEFITS
P26 Diesel Foaming Intake Cleaner is a professional strength, workshop grade diesel
fuel intake manifold and combustion chamber cleaner that effectively removes gum,
sediment, varnish, sludge and carbon without dismantling the engine.

APPLICATION
P26 Diesel Foaming Intake Cleaner is designed for use in all direct and common rail
injection diesel engines in passenger cars, 4WDs, light and heavy duty commercial
vehicles, industrial machines and stationary engines.
P26 Diesel Foaming Intake Cleaner is recommended for use every 15,000 Kilometres
or at each service interval for maintenance of the inlet manifold and combustion
chamber to prevent carbon build up and reduce smoke output.

DIRECTIONS FOR USE – INTAKE AND COMBUSTION CHAMBER
Shake can well before use and attach the nozzle tube
Warm up engine to normal operating / driving temperature before use
Make sure vehicle is in a well ventilated area prior to treatment
Turn off ignition and locate a convenient inlet to the intake manifold
Turn on the ignition and start the engine and run at 2,000 – 3,000 RPM
Spray the can into the inlet whilst the engine is running
When can is empty, turn off the ignition.
Re-attach any hoses to the intake manifold
Re-start the engine and test drive or run for 2-3 minutes.

Please Note:
Use with attached nozzle tube only
Only use on running engine
We recommend using prior to changing engine oil

PRODUCT BENEFITS
Improves engine performance and fuel economy
Reduces engine emissions and smoke output.
Smooths rough idling
DPF and sensor safe
Reduces pre-ignition from carbon deposits
Improves compression ratio
Contains no CFCs, LPG propelled

PRODUCT PERFORMANCE LEVELS

TYPICAL DATA

Colour Light
Yellow

Density at 15°C, kg/L 0.94
Flash Point, °C 42.0

PENRITE OIL COMPANY PTY LTD ABN 25 005 001 525
110 Greens Rd, Dandenong South, Victoria 3175 Australia
Phone: 1300-PENRITE (1300 736 748)
Fax: 1800-PENRITE (1800 736 748)

International Ph: +61 3 9801 0877, Fax: +61 (0)3 8710 6601
New Zealand Ph:0800 533 698, Fax: 0508 736 748
Website: www.penriteoil.com.au
Email: penrite@penriteoil.com.au
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