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PRODUCT CODE PACK SIZE CARTON QTY

SBL00045 450g 6

PRODUCT BENEFITS
Penrite Steering Box Lube is an extreme pressure, NLGI 00, lithium based grease,
blended with effective anti-wear, rust and oxidation inhibitors. It is a high viscosity, self-
levelling grease that features non-corrosive extreme pressure (EP) additives to provide
enhanced film strength protection.

APPLICATION
Penrite Steering Box Lube is suitable for veteran/vintage and some classic car
steering boxes. It can also be used in some classic car and motorcycle gearboxes that
require high viscosity lubrication or a self leveling grease such as Burman motorcycle
gear boxes used in many older motorcycle brands such as AJS, BSA, Arial and others.
Penrite Steering Box Lube has a normal operating temperature range from -20º to
130º.

PRODUCT BENEFITS
Extends bearing and gear life by minimising wear and shock loads
Does not splash so maximises lubrication efficiency
Resists leakage even under heavily loaded conditions
Resists squeeze out
Good low and high temperature fluidity
Protects against rust and corrosion
Good water resistance
Suitable to use with yellow metal

PRODUCT PERFORMANCE LEVELS
NLGI 00

TYPICAL DATA
Colour Light Brown
NLGI Grade 00
Soap Type Lithium
Density at 15°C, kg/L 0.9
Copper Corrosion Test 1a
Base Oil Viscosity, ISO 150

Operating Temperature Range °C -20° to
+130°

Appearance Smooth
Timkin OK Load, kg 18
Drop Point, °C 170

PENRITE OIL COMPANY PTY LTD ABN 25 005 001 525
110 Greens Rd, Dandenong South, Victoria 3175 Australia
Phone: 1300-PENRITE (1300 736 748)
Fax: 1800-PENRITE (1800 736 748)

International Ph: +61 3 9801 0877, Fax: +61 (0)3 8710 6601
New Zealand Ph:0800 533 698, Fax: 0508 736 748
Website: www.penriteoil.com.au
Email: penrite@penriteoil.com.au
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